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As-received and annealed tungsten samples were irradiated at a temperature of 400 C with Re and W
ions to peak concentrations of 1600 appm (atomic parts per million) and damage levels of 40 dpa
(displacements per atom). Mechanical properties were investigated using nanoindentation, and the
orientation and depth dependence of irradiation damage was investigated using Electron Back Scatter
Diffraction (EBSD). Following irradiation there was a 13% increase in hardness in the as received sheet
and a 23% increase in the annealed material for both tungsten and rhenium irradiation. The difference
between the tungsten and rhenium irradiated samples was negligible, suggesting that for the concen-
trations and damage levels employed, the presence of rhenium does not have a signiﬁcant effect on the
hardening mechanism. Energy dependent EBSD of annealed samples provided information about the
depth distribution of the radiation damage in individual tungsten grains and conﬁrmed that the radiation
damage is orientation dependant.
© 2016 The Authors. Published by Elsevier B.V. This is an open access article under the CC BY license
(http://creativecommons.org/licenses/by/4.0/).1. Introduction
Tungsten is a candidate material for the divertor in future fusion
reactors [1], due to its high melting point of 3420 C [2], low
sputtering rate [3] and its strength at high temperatures [4]. During
the D-T operation of ITER and DEMO, 14 MeV neutrons will cause
irradiation damage, including displacement cascades and trans-
mutation of the tungsten. This is expected to produce up to 43 dpa
(displacements per atom) and ~1500 appm of rhenium in tungsten
components during three full power years of DEMO operation. The
rate of damage production is a strong function of distance from the
plasma facing surface, as shown in Fig. 1 and peak damage and
rhenium production is expected in region G of the divertor armour
and region F of the divertor structure (see Fig. 2). In ITER the
rhenium concentration is expected to be ~1800 appm after 14 years
of operation [5].
It is important to investigate the effect transmutation ofster.ac.uk (A. Khan).
r B.V. This is an open access articletungsten to rhenium will have in conjunction with the displace-
ment damage cascades caused by 14 MeV neutrons, due to the fact
rhenium addition is known to cause embrittlement in neutron
irradiated tungsten [6], and this could affect the life of tungsten
components within a fusion reactor. Neutron irradiations at dam-
age levels from 0.15 to 1.54 dpa in pure tungsten and tungsten
rhenium alloys (ranging from 3 to 26% concentration of rhenium)
have been conducted to investigate the effect of rhenium addition
on neutron damage [6e8]. The damage mechanism has been
observed to differ, depending on whether the pure tungsten
transmutates to rhenium, following neutron damage, or if rhenium
is already present in the alloys prior to neutron irradiation. These
experiments have provided valuable information on the effect of
rhenium on the neutron irradiation damage mechanism in tung-
sten, both as a transmutation product, and also as an alloying
element prior to irradiation. However due to the nature of neutron
experiments it is currently unfeasible to reach dpa levels expected
in a fusion reactor like DEMO. Also due to the activity of the sam-
ples, analysis can be logistically very difﬁcult. For this reason other,
faster methods are being pursued in conjunction with neutron
damage experiments to obtain more information on irradiationunder the CC BY license (http://creativecommons.org/licenses/by/4.0/).
Fig. 1. dpa/fpy values for W with distance from plasma facing surface using the latest
W-TENDL 2011 neutron library [22].
Fig. 2. Schematic of DEMO regions and variation in concentration of Re produced in pure W under neutron irradiation as a function of position and distance from the plasma facing
surface in different regions of the DEMO design [5].
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Recently self-ion irradiations have been used to mimic the
14 MeV neutron damage expected for tungsten in a fusion reactor
[9] [10]. Tungsten irradiations in alloys of W-5%Re have also been
used to mimic the effects of transmutation to rhenium, while also
inducing displacement damage [11]. However, as has been
observed in the neutron damage experiments, the damage mech-
anism in pure tungsten (which transmutates to rhenium) is
different to that in samples where rhenium is already present prior
to irradiation. Therefore in this experiment, rhenium ions will be
implanted in tungsten to simulate transmutation, at the same time
as creating defects, rather than inducing damage in a pre-existingtungsten-rhenium matrix.
In addition to the particle damage, irradiation temperature also
has an effect on changes to mechanical and microstructural prop-
erties [12], and as it is predicted that temperatures of 400 C will be
reached at the surface of the ITER outer target [1], in this experi-
ment, the mechanical properties of as-received and annealed
tungsten samples are studied following irradiation with tungsten
and rhenium ions at 400 C.
2. Materials and methods
2.1. Sample preparation
Tungsten samples were prepared from a 2 mm thick sheet of
commercial purity (99.95%) tungsten supplied by Goodfellow
Cambridge Ltd. The as-received sheet had a cube recrystallized
texture. Samples with dimensions 1 cm  1 cm were cut from the
sheet and half of these were annealed under vacuum for 18 h at
1400 C in order to produce a uniform microstructure. All the
samples were polished to a mirror ﬁnish by ﬁrstly grinding the
samples with SiC paper with decreasing grit size, then polishing
with 3 and 1 mm diamond suspension, and ﬁnally polishing with
colloidal alumina. The samples were subsequently cleaned ultra-
sonically in acetone, ethanol and deionised water. The micro-
structures of as received and annealed samples are shown by theback-scatter SEM images in Fig. 3.
These show that the grain size of the as received material is
inhomogeneous, with an average grain size of approximately 1 mm,
while the average grain size in the annealed samples is 21 mm
(Fig. 3). Both grain sizes were calculated using the Channel 5 soft-
ware package assuming a 1 misorientation.2.2. Experimental
One set of as received and one set of annealed tungsten samples
were irradiated with W and a second set with Re ions, using a
tandem accelerator (National Electrostatics Corporation 5SDH) at
Fig. 3. SEM Back Scatter Images for a) as received and b) annealed tungsten sheet.
Fig. 4. Stopping range of ions in matter (SRIM) calculated proﬁles of displacements per
atom and atomic parts per million of a) rhenium implanted in rhenium irradiated
tungsten and b) tungsten implanted in tungsten irradiated tungsten at 1; 2 and 4 MeV
using a 68 eV displacement value.
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a stainless-steel sample holder and heated to 400 C during irra-
diation, which is within the operating window of the divertor in
ITER [1]. The ion-irradiation conditions are summarised in Table 1.
Ion range and damage distributions were calculated using SRIM
(Stopping range of ions in matter, a Monte Carlo simulation code)
[13], utilising full damage calculations with 68 eV displacement
energies. Multi-energy implant sequences were chosen to produce
a near uniform implanted ion distribution over the depth range
from 0.06 mm to 0.3 mm, as shown in Fig. 4 (i.e. 1 MeV, 2 MeV and
4 MeV ion implantations were used for each sample). The resulting
rhenium concentration in this region is ~1650 appm, which is close
to the 1500 appm transmutation concentration anticipated in
DEMO. The peak damage (~40 dpa) achieved under these condi-
tions is also in the range expected in DEMO.
Samples were characterised using Electron Back Scatter
Diffraction (EBSD) to characterise the grain-speciﬁc irradiation
damage in annealed samples, and nanoindentation to determine
changes in the mechanical properties of both the as received and
annealed samples.
EBSD was performed over an area of 420 by 320 mm on the
annealed sample (Fig. 5), utilising a step size of 0.5e0.6 mm and
accelerating voltages of 15, 20 and 30 kV. EBSD inverse pole ﬁgure
(IPF) maps of the annealed W and Re irradiated samples were also
produced (Figs. 6 and 7). Different voltages were used in order to
study variations in ion irradiation damage close to the surface. The
higher the voltage utilised, the larger the penetration depth of the
back scatter electrons. The CASINO program, version 2.48 (monte
CArlo Simulation of electron trajectory in sOlids) was used to
determine the maximum penetration depth of back scatter elec-
trons [14]. The software is freely available and accessible online
[15].
Low load nanoindentation was performed with a Hysitron tri-
boindenter using a Berkovich tip and was used to measure the
mechanical properties of samples to depths of 200 nm. The system
is capable of producing reliable results for depths as small as 50 nm.Table 1
W and Re ion irradiation conditions on annealed and as received targets.
Species Energy (MeV) Fluence (/cm2) Temperature (C) Charge state Target current (nA) Flux (/cm2/s)
W 1 4.80Eþ14 400 1 120 1.7Eþ11
2 7.00Eþ14 400 1 120 1.7Eþ11
4 2.80Eþ15 400 2 120 8.3Eþ10
Re 1 4.80Eþ14 400 1 150 2.1Eþ11
2 6.50Eþ14 400 1 500 6.9Eþ11
4 2.80Eþ15 400 2 600 4.2Eþ11
Fig. 5. Pole Figures overlaid on band contrast image at a)15 kV, b)20 kV and c) 30 kV in
annealed W.
Fig. 6. Pole Figures overlaid on band contrast image at a)15 kV, b)20 kV and c) 30 kV in
Re irradiated annealed W.
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performing measurements over an array of 150 indents (15 by 10
array, with 20 mm between each indent), ranging in depth from
50 nm to 200 nm into the sample. The indents were displacement
controlled with a 5 s loading segment, followed by a 2 s hold. The
same array of indents was applied to a silica standard in order to
calibrate the results.
Measurements of modulus and hardness were calculated for
each indent from the unload portion of each load/unload curve.
Supplied software was used to calculate the reduced modulus Er,
which was converted to actual modulus using Equation (1) [16].
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
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E
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
1 n2i

Ei
(1)
where Ei and ni are the modulus and Poisson’s ratio of the indenter
material and n is the Poisson’s ratio of the material being indented.
The indenter tip is made of diamond, where Ei is equal to 1141 GPa
and ni is equal to 0.07 [17]. The Poisson’s ratio of tungsten was
assumed to be 0.28.
3. Results and discussion
3.1. Quality of EBSD results
First we consider the EBSD results for the annealed, non-
irradiated samples, as shown in Fig. 8. Here, the hit rate (the per-
centage of Kikuchi patterns that have successfully been indexed)
for all samples was above 99% and the Inverse Pole Figure (IPF)
maps (Fig. 5) were completely indexed across all grains. For the
tungsten and rhenium irradiated samples the situation was quite
different. In both cases the hit rate was above 94% for 30 keV
electrons. However, at 20 kV, signiﬁcant degradation in the images
and pole ﬁgures was observed (Figs. 6 and 7). At 15 kV the hit rate
for both samples was further reduced to less than 10% in both cases.
It should be noted that SRIM calculations indicate a sputtering rate
of ~12 atoms/ion, which for the ﬂuences employed corresponds to
the removal of <2 nm of W from the surface, therefore even
allowing for the orientation dependence of the sputtering rate, no
surface roughening is expected. This reduction in hit rate is
therefore due to the fact that certain grain orientations are not
indexing, and indeed no Kikuchi patterns are observed for these
grains at the lower voltages. This can be correlated with the
penetration depth of the back scatter electrons using the CASINO
code [15], as shown in Fig. 9. Such analysis shows that 95% of the
back scatter electron signal emerges from 87 nm for 15 keV elec-
trons, 138 nm for 20 keV electrons, and 264 nm for 30 keV electrons
(see Fig. 10). This suggests that closer to the surface of the sample;
at depths up to 138 nm below the surface of the sample, the irra-
diation damage is highly orientation speciﬁc. This lies within the
peak damage region of the samples and means that irradiation
damage is most likely to be grain orientation dependent. A good
band contrast image is obtained regardless of accelerating voltage
even though the individual ‘pixels’ are not indexed. This is because
signiﬁcant signal was still generated from the heavily damaged
region. There was no apparent change in grain size or texture for
irradiated samples.
3.2. Change of mechanical properties
The mechanical properties of annealed samples before and after
irradiation are summarised in Fig. 11, and those for as-received
samples before and after irradiation are summarised in Fig. 12.
Comparison of Figs. 11a) and 12a) shows that the modulus of both
annealed and as received samples is unchanged by irradiation and
is approximately constant over the whole depth of measurement.
The modulus of all samples is within 5.5% of the expected modulus
for tungsten of 410 GPa [2], with the exception of the non-
irradiated as-received sample which showed a slightly greater de-
viation of 8.9%. This is greater than the expected tolerance of the
measurement system, which is ±5%.
Although the modulus is constant over depths of 50e200 nm,Fig. 7. Pole Figures overlaid on band contrast image at a)15 kV, b)20 kV and c) 30 kV in
W irradiated annealed W.
Fig. 8. Relationship between Accelerating Voltage and Hit Rate of EBSD map in
annealed and irradiated annealed irradiated samples.
Fig. 9. Normalised hits of backscattered electrons vs penetration depth at a) 15 keV, b)
20 keV and c) 30 keV calculated using CASINO.
Fig. 10. Overlay of EBSD hit rate against 95% of CASINO calculated penetration depth,
with error bars highlighting 100% and 90% penetration depth for 15, 20 and 30 keV
over DPA damage proﬁle of a) rhenium irradiated tungsten and b) tungsten irradiated
tungsten.
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(Figs. 11b) and 12b)). This is explained by the Nix Gao relationship.
The Nix and Gaomodel states that square of the hardness is directly
proportional to the reciprocal of the depth of the indenter into a
polycrystalline sample when the measurement is no longer limited
by ‘tip effects’ (tip blunting or deformities at low loads) [18]. The
advantage of this high resolution technique means that these
values are directly proportional, even at displacements as small as
50 nm, as illustrated in Figs. 11c) and 12c)).
From Fig. 11b)) it can be observed that there is an approximate
23% increase in hardness for the rhenium and tungsten irradiated
annealed samples. This increase is almost the same, regardless of
the implanted ion species. For the as received samples, the actual
hardness is on average 0.4 GPa higher, but a similar trend is still
observed, as shown in Fig. 12b). However, the increase in hardness
is only ~13% for the rhenium irradiated and tungsten irradiated as-
received samples. In the case of W irradiations, the implanted ions
become part of the matrix, indistinguishable from the host atoms.The Re will also substitute for W, forming a substitutional solid
solution as we are below the solubility limit of 30 at.% [19]. This
indicates that while simultaneously implanting rhenium at con-
centrations of approximately 1600appm, and inducing cascade
damage of approximately 40 dpa the substitution of rhenium atoms
into the tungsten matrix, rather than tungsten atoms has a negli-
gible effect on hardness and modulus changes. It is the displace-
ments created, rather than the introduction of a new element into
thematrix that is driving the damagemechanism. This is consistent
with the fact that the damage from the tungsten and rhenium ion
irradiations is comparable due to the fact the mass number of
tungsten is 184 and that of rhenium is 187. The greater hardness
increase in the annealed samples in comparison to the as-received
is consistent with other literature, where W was irradiated with Fe
ions, and is due to the fact the grain boundary area (a sink site) in
the annealed samples is smaller than in the as-received [20].
If we compare our results to those of Armstrong et al., where
irradiations were carried out in pure W and W-5%Re at tempera-
tures of ~300 C, utilising an energy of 2 MeV to achieve a damage
level of 33 dpa where there was a 12% increase in hardness in
tungsten (50e500 mm grain size) and a 45% increase in hardness of
the W-5%Re (10e100 mm grain size). It is interesting that at lower
temperatures and a slightly lower dpa level than the data presented
in this paper the hardness increase observed in W-5%Re was so
large. If we compare to our rhenium irradiated annealed material,
with average grain size of 21 mm, which is comparable to the grain
size of the W-5%Re Armstrong et al. utilised, the hardness increase
is less than half of that observed by Armstong et al., suggesting that
the presence of rhenium is dominating the damage mechanism,
Fig. 11. Measurement of a) actual modulus against displacement, b) hardness against
displacement and c) demonstration of the Nix Gao relationship e Hardness2 against
reciprocal of displacement sample for non-irradiated and W and Re irradiated
annealed samples.
Fig. 12. Measurement of a) actual modulus against displacement, b) hardness against
displacement and c) demonstration of the Nix Gao relationship e Hardness2 against
reciprocal of displacement sample for non-irradiated and W and Re irradiated as
received samples.
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utilised. The hardness increase observed in the as received tungsten
in this experiment are comparable to that observed by Armstrong
et al. However the annealed tungsten in this study showed double
this increase in hardness, which considering the smaller grain size,
suggests that the increase in temperature and increase in dpa used
in this study are resulting in a greater increase in hardness [11]. This
corresponds to the fact that at higher temperatures, displacement
energies are lower [21], resulting in increased damage. The results
presented in this paper are only for irradiations at 400 C.
4. Conclusions
The effect of radiation damage and implanted rhenium on the
hardness and modulus of as received and annealed tungsten sam-
ples was investigated by irradiating them with both tungsten ions
and rhenium ions at a temperature of 400 C. It was found that atpeak damage levels of around 40 dpa the originally annealed
samples underwent a 23% increase in hardness, while as received
samples showed a 13% increase. The effect of rhenium irradiation
was found to be indistinguishable from that of tungsten irradiation
for peak rhenium concentrations up to 1600 appm. For annealed
samples, it was further observed that both kinds of ion irradiation
caused signiﬁcant surface damage to the samples, which was grain
orientation dependant. This was conﬁrmed by the EBSD image
degradation with decreasing electron accelerating voltage, which
corresponds to a decreasing penetration depth as calculated using
CASINO software. The fact that image degradation varied with grain
orientation suggests that the ion irradiation damage is orientation
dependant.
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